ISO : 200, 1/2 sec, /3.6 (3 meter beamshot)

Left : ConneXion (Low) with NIMH 1.2V
Right : LM31 (Low) with NIMH 1.2V




ISO : 200, 1/2 sec, /3.6 (3 meter beamshot)

Left : ConneXion (Med) with NiMH 1.2V
Right : LM31 (Hi) with NiIMH 1.2V




ISO : 200, 1/2 sec, /3.6 (3 meter beamshot)

Left : ConneXion (Hi) with NIMH 1.2V
Right : LM31 (Hi) with NiIMH 1.2V




ISO : 200, 1/2 sec, /3.6 (3 meter beamshot)

Left : ConneXion (Low) with 14500 3.6V
Right : LM33 (Low) with 123A 3.0V




ISO : 200, 1/2 sec, /3.6 (3 meter beamshot)

Left : ConneXion (Med) with 14500 3.6V
Right : LM33 (Hi) with 123A 3.0V




ISO : 200, 1/2 sec, /3.6 (3 meter beamshot)

Left : ConneXion (Hi) with 14500 3.6V
Right : LM33 (Hi) with 123A 3.0V




ISO : 200, 1/2 sec, /3.6 (3 meter beamshot)

Left : ConneXion (Lo) with 14500 3.6V
Right : IncenDio (Lo) with 16340 3.6V




ISO : 200, 1/2 sec, /3.6 (3 meter beamshot)

Left : ConneXion (Med) with 14500 3.6V
Right : IncenDio (Med) with 16340 3.6V







